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§784.17 Protection of public parks and
historic places.

(a) For any publicly owned parks or
any places listed on the National Reg-
ister of Historic Places that may be ad-
versely affected by the proposed oper-
ation, each plan shall describe the
measures to be used.

(1) To prevent adverse impacts, or

(2) If valid existing rights exist or
joint agency approval is to be obtained
under §761.12(f) of this chapter, to min-
imize impacts.

(b) The regulatory authority may re-
quire the applicant to protect historic
and archeological properties listed on
or eligible for listing on the National
Register of Historic Places through ap-
propriate mitigation and treatment
measures. Appropriate mitigation and
treatment measures may be required to
be taken after permit issuance pro-
vided that the required measures are
completed before the properties are af-
fected by any mining operation.

[52 FR 4263, Feb. 10, 1987]

§784.18 Relocation or use of public
roads.

Each application shall describe, with
appropriate maps and cross sections,
the measures to be used to ensure that
the interests of the public and land-
owners affected are protected if, under
30 CFR 761.12(d), the applicant seeks to
have the regulatory authority ap-
prove—

(a) Conducting the proposed under-
ground mining activities within 100
feet of the right-of-way line of any pub-
lic road, except where mine access or
haul roads join that right-of-way; or

(b) Relocating a public road.

§784.19 Underground
waste.

Each plan shall contain descriptions,
including appropriate maps and cross-
section drawings of the proposed dis-
posal methods and sites for placing un-
derground development waste and ex-
cess spoil generated at surface areas af-
fected by surface operations and facili-
ties, according to 30 CFR 817.71 through
817.74. Each plan shall describe the
geotechnical investigation, design,
construction, operation, maintenance
and removal, if appropriate, of the

development

§784.20

structures and be prepared according
to 30 CFR 780.35.

§784.20 Subsidence control plan.

(a) Pre-subsidence survey. Each appli-
cation must include:

(1) A map of the permit and adjacent
areas at a scale of 1:12,000, or larger if
determined necessary by the regu-
latory authority, showing the location
and type of structures and renewable
resource lands that subsidence may
materially damage or for which the
value or reasonably foreseeable use
may be diminished by subsidence, and
showing the location and type of drink-
ing, domestic, and residential water
supplies that could be contaminated,
diminished, or interrupted by subsid-
ence.

(2) A narrative indicating whether
subsidence, if it occurred, could cause
material damage to or diminish the
value or reasonably foreseeable use of
such structures or renewable resource
lands or could contaminate, diminish,
or interrupt drinking, domestic, or res-
idential water supplies.

(3) A survey of the condition of all
non-commercial buildings or occupied
residential dwellings and structures re-
lated thereto, that may be materially
damaged or for which the reasonably
foreseeable use may be diminished by
subsidence, within the area encom-
passed by the applicable angle of draw;
as well as a survey of the quantity and
quality of all drinking, domestic, and
residential water supplies within the
permit area and adjacent area that
could be contaminated, diminished, or
interrupted by subsidence. If the appli-
cant cannot make this survey because
the owner will not allow access to the
site, the applicant will notify the
owner, in writing, of the effect that de-
nial of access will have as described in
§817.121(c)(4) of this chapter. The appli-
cant must pay for any technical assess-
ment or engineering evaluation used to
determine the pre-mining condition or
value of such non-commercial build-
ings or occupied residential dwellings
and structures related thereto and the
quantity and quality of drinking, do-
mestic, or residential water supplies.
The applicant must provide copies of
the survey and any technical assess-
ment or engineering evaluation to the
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